
NetProtec® MT  
Screen Manual T type  
2”, 2½” & 3”  Screen Filters  

• Agricultural Irrigation: Protects irrigation systems 
  by filtering out harmful contaminants from the water 
  supply

• Turf and Landscape Irrigation: Keeps irrigation 
  systems clean and functioning efficiently for lush  
  landscapes.

ApplicationHIGHLIGHTS

T-Type filters are intended to efficiently remove physical impurities from water flows. Their unique 
T-shaped design allows for versatile installation options, both horizontally and vertically, making 
them ideal for a range of applications across agriculture, landscape and industrial processes.

Flow rate: 25-50 M³/hr
Filtration degree: 100-200 Micron
Filtration technology: Screen
Type: Screen Manual T type   

• Large Filtration Area: ensuring minimal maintenance   
  and uninterrupted water flow.
• Innovative Design: The skeleton design in screen 
  filters and surface sealing in disc filters enhance 
  filtration efficiency and strengthen the filter element.
• High-Quality Plastic Construction: UV- engineered 
  plastic provides outstanding strength and corrosion 
  resistance, ensuring durability.
• User-Friendly Maintenance: Easy-to-install cartridges 
  and plastic clamps allow for quick assembly and 
  disassembly, making maintenance hassle-free.
• Pressure Monitoring: Integrated threaded brass 
   inserts with multiple pressure ports ensure easy 
  monitoring of system performance.



Notwithstanding anything to the contrary, (A) any information, data, figures, descriptions or any other content included in, or referred to, this document (collectively - “Information”) are provided merely 
(i) on an "as is", "as available" basis only, without any kind of representation, warranty, liability, responsibility and/or undertaking on the part of Metzerplas and/or anyone acting on its behalf, and (ii) for 
general, informational purposes only, and (B) the Information or any content contained in this document do not constitute, in any way, any professional advice, recommendation or guidance and/or any sort 
of consultancy and must not be relied on as such. In making a decision, the recipient or reader of the Information must rely solely on its own calculations and examination of the Information, including the 
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Dimensions M-25-T M-30-T-2" M-30-T-2½" M-40-T-2½" M-40-T-3" M-50-T

A cm 34

B cm 47 55 47 55 55 68

C cm 62 69 63 70 71 83

*Flow depends on water quality.

HEAD LOSS CHART

PRODUCT DIMENSIONS

TECHNICAL DATA

Screen filter model NetProtec
M-25-T

NetProtec
M-30-T-2"

NetProtec
M-30-T-2½”

NetProtec
M-40-T-2½"

NetProtec
M-40-T-3"

NetProtec
M-50-T

Inlet/outlet connection 2’’/50mm 21⁄2”/65mm 3’’/80mm

Connection type Threaded (BSP/NPT) / Grooved / Flanged

*Max. flow rate M3/HR 25 30 30 40 40 50

Max. working pressure BAR PPGF – 8 / PAGF – 10
Filtration surface area 
(screen) CM2 800 1200 800 1200 1200 1600

Filtration degree (screen)
Mesh 150 / 120 / 80

Microns 100 / 130 / 200

Construction material All polymeric / NBR / Stainless steel

Screen material Stainless steel/ PP

Flush port ¾’’ – Female Threaded Port (with Flush valve)
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